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. 6’ x 30’ loop detector encased In Y4 flexible tubing quadrupole type (3-6-3)

. Baltimore County round handhole.

. 3* galvanized steel slectrical condult.

12* x 30’ (Green) steel straln pole and signs with |-2* weatherhead. (Note: I-1'4* galvanized
steel bend). '

12* x 30 (Green) steel straln pole with |-2' weatherhead. (Note: |-2" and [-3" galvanlized steel,
90°polyvinyl chloride (Scheduie 80) bend).

NEMA slze '6' base-mounted cabinet and controller with all necessary equipment.
(Note: 1-4" galvanized steel bend) and 1-2" galvanized steel bend.

3" steel span wire with traffic signal heads.
3’ stesl span wire, traffic signal heads and signs.

4’ x &' loop detector encased In 1/4* flexible tublng (4-turns).
14" galvanized stesl electrical condult.
2" polyvinyl chloride electrical condult.

Exlsting overhead I/C.
Existing electrical service pedestal.

GEOMETRIC LEGEND

PROPOSED
EXISTING ——————-

LEGEND OF UNDERGROUND
AND OVERHEAD UTILITIES

AERIAL CABLE A
ELECTRIC E
TELEPHONE T
GAS [
SEWER 5
WATER ]
CABLE TV v

dJsva -4 m»

‘9

~

L

w
f'-———-———--————-_

Fd
rd
7=
4

S
®

GRASS

1
®

X
1
=
[
L
I
I
I
I
|
i
i
|
_
==
SSYH9

7
Tl

l‘\{.lr __\"‘*\Q
| = = @
i \@ (( STREET TRAFFIC STUDIES, LTD.

PENINSULA EXPWY

W

\
WEST TG SOLLERS POINT RD 1\ EXISTING SIGNALS

\ \
2,3.6.8,
(T SR RS

2 9BOGBE3 3 @ e e

o) OO
) OO
>

12” 1211

MERRITT AVE

HARGCLDS

NEMA PHASING

(BLACK FACE)

FLASHING
CPERATION

PHASING NOTES:

1.} PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY
2.) PHASES ASSOCIATED BY A SOLID LTNE WILL NOT OPERATE CONCURRENTLY
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1. This plan reflects only those underground utilities

+hat were apparent at the time of this location
belng asbui |+. A detalled review was not undertaken
and the plan should not be construed as representing
all underground utilities in the areq.

2. Any modiflcation to this subject signal should be
pr;???g?d by a thorough tdentification of all existing
u es.

3, This 1s an “Asbuilt” of a Bal+imore County
signal for which no plans exist.
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